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 Linear Performance Warranty
 - 1-year: 97.5% power output
   then power degradation 0.7% per year till 25th year
 - 25-year: 80.7% power output 
 - 10-year: 91.2% power output
IEC 61215 / IEC61730, CE, MCS, UL1703, CEC 

275
E3A

Withstand strong snow load 5400 Pa / wind load 2400 Pa

E330639
MODULE

Certificate Number MCS PV0203 Technology
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Packaging Configuration 30 pcs Per Pallet, 840 pcs Per 40’ HQ container

Detail A Detail B
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1640 mm (L)1 x 992 mm (W)1 x 35 mm (D)2 / 
64.5” (L)1 x 39.1” (W)1 x 1.38” (D)2 

18 kg / 39.7 lbs

1  : With assembly tolerance of ± 2 mm [± 0.08”]2  : With assembly tolerance of ± 0.8 mm [± 0.03”]

D6P265E3A

265 W

16.3%

38.17 V

30.76 V

9.07 A

8.63 A

D6P260E3A

260 W

16.0%

37.67 V

30.73 V

8.87 A

8.47 A

D6P270E3A

270 W

16.6%

38.39 V

30.85 V

9.19 A

8.77 A

D6P275E3A

275 W

16.9%

38.63 V

30.98 V

9.28 A

8.89 A

(Vmpp)

(Impp)

* Standard Test Condition (STC): Cell Temperature 25 ℃, Irradiance 1000 W/m2, A.M. 1.5.
* Values w/o tolerance are typical numbers.
* Specifications subject to change


